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(b) Units conversion. Use good engi-
neering judgment to convert units be-
tween measurement systems as needed.
The following conventions are used
throughout this document and should
be used to convert units as applicable:

(1) 1 hp = 33,000 ft-1bf/min = 550 ft-1bf/
s = 0.7457 kKW.

(2) 1 1bf = 32.174 ft-1bm/s? = 4.4482 N.

(3) 1 inch = 25.4 mm.

(¢) Rounding. The rounding provi-
sions of 40 CFR 1065.20 apply for cal-
culations in this part. This generally
specifies that you round final values
but not intermediate values. Use good
engineering judgment to record the ap-
propriate number of significant digits
for all measurements.

(d) Interpretation of ranges. Interpret
a range as a tolerance unless we explic-
itly identify it as an accuracy, repeat-
ability, linearity, or noise specifica-
tion. See 40 CFR 1065.1001 for the defi-
nition of tolerance. In this part, we
specify two types of ranges:

(1) Whenever we specify a range by a
single value and corresponding limit
values above and below that value, tar-
get any associated control point to
that single value. Examples of this
type of range include ‘“‘+10% of max-
imum pressure’’, or ‘(30 £10) kPa’’.

(2) Whenever we specify a range by
the interval between two values, you
may target any associated control
point to any value within that range.
An example of this type of range is ‘(40
to 50) kPa”.

(e) Scaling of specifications with respect
to an applicable standard. Because this
part 1066 applies to a wide range of ve-
hicles and emission standards, some of
the specifications in this part are
scaled with respect to a vehicle’s appli-
cable standard or weight. This ensures
that the specification will be adequate
to determine compliance, but not over-
ly burdensome by requiring unneces-
sarily high-precision equipment. Many
of these specifications are given with
respect to a ‘‘flow-weighted mean”
that is expected at the standard or dur-
ing testing. Flow-weighted mean is the
mean of a quantity after it is weighted
proportional to a corresponding flow
rate. For example, if a gas concentra-
tion is measured continuously from the
raw exhaust of an engine, its flow-
weighted mean concentration is the
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sum of the products of each recorded
concentration times its respective ex-
haust flow rate, divided by the sum of
the recorded flow rates. As another ex-
ample, the bag concentration from a
CVS system is the same as the flow-
weighted mean concentration, because
the CVS system itself flow-weights the
bag concentration. Refer to 40 CFR
1065.602 for information needed to esti-
mate and calculate flow-weighted
means.

§1066.25 Recordkeeping.

The procedures in this part include
various requirements to record data or
other information. Refer to the stand-
ard-setting part regarding record-
keeping requirements. If the standard-
setting part does not specify record-
keeping requirements, store these
records in any format and on any
media and keep them readily available
for one year after you send an associ-
ated application for certification, or
one year after you generate the data if
they do not support an application for
certification. You must promptly send
us organized, written records in
English if we ask for them. We may re-
view them at any time.

Subpart B—Equipment, Fuel, and
Gas Specifications

§1066.101 Overview.

(a) This subpart addresses equipment
related to emission testing, as well as
test fuels and analytical gases. This
section addresses emission sampling
and analytical equipment, test fuels,
and analytical gases.

(b) The provisions of 40 CFR part 1065
specify engine-based procedures for
measuring emissions. Except as speci-
fied otherwise in this part, the provi-
sions of 40 CFR part 1065 apply for test-
ing required by this part as follows:

(1) The provisions of 40 CFR 1065.140
through 1065.195 specify equipment for
exhaust dilution and sampling systems.

(2) The provisions of 40 CFR part 1065,
subparts C and D, specify measurement
instruments and their calibrations.

(3) The provisions of 40 CFR part 1065,
subpart H, specify fuels, engine fluids,
and analytical gases.

(4) The provisions of 40 CFR part 1065,
subpart J, describe how to measure
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